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Technical data sheet Wer'Wolf MkII

a. Dimensional data
1. Length total: 6,360mm
2. Width total: 2,500mm
3. Height, overall: 2,650mm
4. Weight, basic vehicle: 9,860kg
5. Payload: 1,500kg
6. Gross vehicle mass: 11,360kg
7. Ground clearance: 355mm laden, 380mm unladen

b. Driving specifications
8. Wheels/ tracks: Four wheels and one spare, Michelin 365/80R20
9. Ground pressure, max. weight: Not given
10. Hill climbing ability: Up to 70% on paved roads
11. Maximal speed: • 125 km/h on paved roads

• 90 km/h on hard, even dirt road
12. Turning circle diameter: 16m

c. System specifications
13. Engine: MAN D0826 LF – Euro 2 turbocharged, intercooled diesel

engine with 224hp, 6.87l, six-cylinder in-line
14. Fuel capacity: 240l
15. Fuel consumption: 25l/h
16. Transition: Not given
17. Cooling system engine: Water & ethylene glycol mixture 1:1
18. Oil capacity Not given
19. Hydraulic oil capacity: Not given
20. Brakes

• service brake: Dual circuit full pneumatic with integral emergency brake
• park brake: Pneumatic spring actuated on rear wheels
• exhaust brake: Optional

21. Gear box: Six-speed manual – optional automatic transmission,
synchronized on all forward gears, six forward and one
reverse

• power take off Optional
22. Vehicles in use: 72
23. Location of use: Namibia

d. Comfort and security
24. Air conditioning: Not given
25. Operator comfort: Not given
26. Armour: Not given
27. Remote control: Optional

e. Costs
28. Cost of system: Not given
29. Other costs: Not given
39. Availability for hire: Not given
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Mechanical Demining Equipment Catalogue 2006

COMPARATIVE ANALYSIS

a. Dimensional data
1. Length without attachment: 8,200mm —
2. Length, total: 10,896mm 233inches 279 inches
3. Width total: 2,470mm 108 inches with spare tyres
5. Clearing/working width: 900mm —
6. Height, overall: 2,850mm 104 inches
7. Mass, basic vehicle: 17,272kg 30,000lbs 37,000lbs
8. Mass, detachable units: steel wheels: 545kg each, towed

disc roller: 1,636kg
9. Payload: — 4,000lbs 12,000lbs
10. Mass, overall: 48,800lbs 35,000lbs 51,000lbs

b. Clearance performance
11. Working speed

• light soil/med. vegetation: 3 to 5 mph
• med. soil/med. vegetation: 3 to 5mph
• heavy soil/dense vegetation: 1 to 2mph

12. Control of clearance depth: Function of pressure on initiation
system

c. Driving specifications
13. Wheels/ tracks: Steel wheels with cleats to fulfill 4 wheels and one spare

traction and vegetation cutting 6 wheels and one spare
14. Ground pressure, max weight: 3.07kg/cm2 Not given
15. Hill climbing ability: 20% 45%
16. Maximal speed: 55mph 65mph

17. Turning circle diameter: — Not given

d. System specifications
12. Engine: Caterpillar C-12 Caterpillar C-7 diesel (MIL SPEC)

with 330hp

13. Fuel capacity: 110 US gallons Not given
14. Fuel consumption: 10-15mpg Not given
15. Tracking/transition: — Not given
16. Cooling system engine: Standard Not given

17. Oil capacity: 10 US gallons Not given
18. Hydraulic oil capacity: 16.54 US gallons Not given
19. Brakes Air

• service brake:
• park brake:
• exhaust brake:

20. Gear box: Automatic transmission
• power take off

21. Vehicles in use: 2 in Afghanistan, 1 in Far East Not given

22. Location of use — Not given
23. Other types: Minekiller and Casspir use the —

same system

e. Comfort and security
24. Air conditioning: 2 heavy duty air conditioners Yes

25. Operator comfort: Ergonomically designed capsule, Not given
seating, etc.

 Buffalo  Cougar 4x4 and 6x6
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  Wer'Wolf MkII  Dingo 2

6,800mm
PC: 6,900mm; RG: 5,740mm 6,360mm
PC: 2,450mm: RG: 2,200mm 2,300mm 2,500mm

PC: 2,850mm; 2,565mm 2,500mm 2,650mm
PC: not given, RG: 7,500kg 9,860kg

2 detection pans: 110kg

Not given 1,500kg
PC: 10,800kg 11,900kg 11,360kg

RG. ground clearance: 353mm Ground clearance: 355mm
laden, 380mm unladen

PC: 4 wheels1,400x20; RG: 335/ Permanent 4-wheel drive Four wheels and one spare
80R20 with RFI  Michelin 365/80R20
Not given Not given
Up to 60% 33o slope Up to 70o on paved roads
PC: 98km/h; RG: 120km/h 100km/h • 125 km/h on paved roads
125km/h on paved roads
PC: 18,360m, RG: 18m 16m

PC: 6-cyl. in line 124kw turbo- DC 170kw, 4,800ccm MAN D0826 LF – Euro 2 turbo-
charged diesel engine; charged, intercooled diesel
RG: VM motorisation HR 694 Hi3, engine with 224hp, 6.87l,
6 cyl. in line, 4,164ccm, 128kw  six-cylinder in-line
PC: 240l; RG: 148l 220l 240l
PC: 25l/h; RG: not given 25l/h
PC: 4x4; RG: not given Not given
PC: pressurised liquid cooling; Water & ethylene glycol mixture
RG: not given 1:1
Not given Not given
Not given Not given Not given

Dual circuit full  pneumatic with
 integral emergency brake
Pneumatic spring actuated on
rear wheels
Optional
6-speed manual- optional
automatic transmission,
synchronized on all forward gears,
six forward and one  reverse
Optional

PC: 1 with VAMIDS, 8 Casspir/ Approx. 400
Tapir with steel wheels
PC: Croatia, Mozambique Afghanistan, Kosovo,Macedonia Namibia

PC: only dual expeller fans; Yes Not given
RG: yes
Not given; RG: left or right hand, n/a Not given
fun-flat inserts

  Casspir PC and RG-31M
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Mechanical Demining Equipment Catalogue 2006

Buffalo

COMPARATIVE ANALYSIS

 Cougar 4x4 and 6x6

25. Armour: Mine protection: 45lbs TNT on any Mine protection for all wheels
wheel; 30lbs TNT centerline; and centreline protected;
ballistic protection: 7.62x51mm 7.62x51 NATO ball standard
NATO round, glass: 7.62x51 AP Glass: 7.62x51 NATO AP multi hit
multi-hit standard

f. Costs
27. Cost of system: Base cost: U.S.$500,000; steel Not given

wheels: U.S.$16,675; disc rollers:
U.S.$10,304

28. Other costs: Not given Not given
• training: On site: U.S.$ 15,000 for 10 days
• spare part set: Set of 2 spare steel wheels: U.S.$

5,558; set of spare discs: U.S.$4,122,
vehicle spares/air filters:, etc.:
U.S.$5,000

• repair costs for one year: U.S.$15,000 to 20,000, which
includes the above spare

20. Transportation: By sea, by air: C-17 or equivalent;
by road: on normal road wheels

30. Availability for hire: Yes, long term Not given
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   Dingo 2   Wer'Wolf MkII

Not given; RG: as described AT mines 7.62x54 AP Not given

Not given Not given Not given

Not given Not given Not given

Air transport C-160, C-130

Not given Not given Not given

  Casspir PC and RG-31M


