
Technical data sheet detectors
This attachment can be used as a checklist for all the required data we want to include in the e-catalogue. Please fill this data sheet in as completely as possible.
	Technical specifications:
(If not relevant for your detection system please add category lines and appropriate figures, but do not change the numbering)


	Detector




	1. Brand: 






	2. Model: 






	3. Version: 






	4. Detection technology used: 



	

	Dimensional data





	5. Working length  : 





	· min. length:





	· max. length:





	6. Search head:





	· Size: 






	· Weight: 






	·     Shape: 






	7. Transport case:





	· Weight:






	· With equipment (Full): 




	· Dimensions: 





	· Hard/Soft case (material): 



	8. Weight, hand held unit:




	9. Weight, carrying (operational detection set):

	10. Weight, additional equipment (please specify):

	11. Weight distribution/balance: 



	12. Other specifications: 




	

	 system  status and Deployment

	13. Status (select one):                   in Development                                     in production

	14. Detectors/Systems in use to date:
 


	15. Other types/models:

-


	16. Location of use:





	

	Environmental influence

	17. Humidity (limitations): 




	18. Temperature (limitations):




	· Storage: 





	· Operational: 





	19. Water resistant (select one):                     YES


   no

	20. Shock/Vibration resistant: 



	21. Environmental compensation (Auto/Manual/None): 

	22. Operational hours/Operating endurance:

	· Low temperature (around 0°C): 



	· Medium temperature (around 20°C): 


	· High temperature (higher than 30°C): 


	

	Detection operation

	23. Calibration/Set-up:

	· Auto/Manual: 





	· Duration: 






	24. Detection range/Sensitivity details/Detection performance/Working depth:

	· Small metal content mines (type of mine): 


	· Anti-tank mines (type of mine): 



	· ERW (please specify): 




	25. Output indicator (Sound/Display/Other): 


	26. Pinpointing feature: 




	27. Adjustment of search head angle: 


	28. Soil influence: 





	29. Best use in

	Sand
	Peat
	Clay
	Ferruginous soil (laterite)

	
	
	
	

	30. Optimal sweep speed: 




	31. Search coil/Antenna: 




	32. Limitations:





	33. Interference (with other detectors): 


	

	Power

	34. Power supply/Source: 




	35. Operating time: 





	36. Power supply:

	· Weight: 






	· No of batteries/Size/Type: 




	· Rechargeable: 





	· Other:






	

	Costs





	37. Price:

	· For one detector:

	less than 1.000 $
	between 

1 & 2.000 $
	between 

2 & 3.000 $
	between  

3 & 4.000 $
	More than 

5.000 $

	
	
	
	
	

	· Reduction for higher quantity:



	38. System price:

	· With training:            no
/
yes
    in factory                          in field

	· Spare parts:





	· Extended warranty:




	39. Total:






	40. Possibility to rent/lease: 




	

	others

	41. Duration of warranty:




	42. Additional equipment: 




	43. additional technical data/information:


	44. Compliant standards (civil/military):



	Approved by ( add link or e-copy of test result)

	45.  ITEP:




	46. CWA: 




	47. Others:


	48. Compliant standards                             civil                                         military



Please send this questionnaire back to:

Frank Abel   GICHD       7bis, av de la Paix     C.P. 1300     1211 Genève 1      Switzerland

Phone: +41 22 906 16 78            Fax: 
+41 22 906 16 90             E-mail: f.abel@gichd.org
1

